KAPIL ENTERPRISES ==y Big Bolt Nut

AN ISO 9001 : 2015 Certified Organization FASTENERS FOR WIND ENERGY
‘ - Grade

¥ i
Z
Plain Washer — I1SO 7089 (DIN 125) 1l &
Metric Series — Dimensions =
Notes:-
1. The Washer will be according to ISO 7089 (DIN 125). % Y
2. Material High grade carbon/alloy steel, Mild steel &
stainless steel. h

3. Heat Treatment: Property Class 8 or 10 .

4. Hardness According to 100 HV, 200HV, 300 HV or
more as per requirement.

Coating & Marking will be done as per requirement.
All dimensions are in millimetres.

oo

H Outside diameter | Inside Diameter Thickness (h)
(D) C))

e Min. Max. Min. Max. Min. Max. | Kg/1000
BN me | 2048 3000 | 1700 @ 17.27 2.7 3.3 11.30
2 Mmi18 | 3338 3400 | 19.00  19.33 2.7 3.3 14.70
EN w20 | 338 3700 | 2100 @ 21.33 2.7 3.3 17.16
U8 w22 | 3838 3900 | 2300 2333 2.7 3.3 18.35
I m24 | 4338 4400 | 2500 @ 25.33 3.7 4.3 32.33
0 Mm27 | 4938 5000 | 2800  28.33 3.7 4.3 42.33
M30 | 5526 5600 | 31.00  31.39 3.7 4.3 53.64
0 ™33 | 5880 6000 | 3400  34.62 4.4 5.6 75.34
N m3e | 6480 6600 | 37.00 3762 | 44 5.6 92.08
W M9 | 708 7200 | 4200 @ 4262 5.4 6.6 126.51
I m42 | 7680 7800 | 4500 4562 | 7.00 9.00 | 200.20
Y Ma45 | 8360 8500 | 4800 4862 | 7.00 9.00 | 242.71
WEEN] m48 | o060 9200 | 5200 5274 | 7.00  9.00 | 284.09
WS w52 | 960 9800 | 5600 5674 | 7.00  9.00 | 319.01
IEEN w56 | 10360 10500 | 6200 6274 | 9.00  11.00 | 44272
0 Mmeo | 10860 110.00 | €6.00 6674 | 9.00  11.00 | 477.43
M-64 | 11360 11500 | 7000 7074 | 9.00  11.00 | 513.25
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330 EHTP, HSSIIDC, Kundli Industrial Estate
Sonepat, Haryana-131028, Ph : 9811009061
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